From boatanchors@theporch.com Tue Jan 23 18:01:00 1996 
From: rcmorris@mars.ark.com (ray) 

Subject: --halfsize Skybuddy-- 

Message-ID: <199601230136.RAA16490@mars.ark.com> 


Greetings 
I have a "half size" Skybuddy with what looks like the right side missing. 
Its powered by an outboard homebrew pwr supply. Set looks original but 
was probably meant for battery operation. Anyone have any ideas or 
info, I'd appreciate a buzz. Am forwarding my subscription bucks and 
thanks to the powers that be for putting on a great forum. 
73. VE7FBJ. Ray... remorris@mars.ark.com 


From boatanchors@theporch.com Tue Jan 23 18:01:00 1996 

From: doonan@cordmc.dnet.etn.com (DENNIS DOONAN X6916 (KG9DO) ) 
Subject: RE: 75A2 Info 

Message-ID: <9601230004.AA18086@etn. com> 


Larry, 
I did not see any one else post a responce, so here goes. 
The audio output connector: 
500 = 500 Ohm audio output to a speaker 
4= 4 . , el ‘ 
G = common for " " 
P = headphone connection (in parallel with the front panel jack) 


Muting/Standby 
M = muting for CW break-in (+20 V) 
G = common 


A balanced antenna connects between 1 and 2. An unbalanceed antenna 
connects between 1 and G with 2 also tied to G. 


This is a very fine radio. Mine has a plug-in product detector in the 
Narrow Band FM socket. Tuning SSB is no problem. 


My manual came from HI manuals (see the add in the classified section 
of QST). There are many sources for the reprints. Prices are generally 
$10 to $20. 
I hope you enjoy the 75A-2 and 32V-2. 

Keep them glowing. 


73 de Dennis, KG9DO 
doonan@cordmc.dnet.etn.com 


From boatanchors@theporch.com Tue Jan 23 18:01:00 1996 

From: Peter Gerba <pgerba@crl.com> 

Subject: RE: 75A2 Info 

Message-ID: <Pine.SUN.3.91.960122195728.7055A-100000@cr14.cxrl.com> 


Larry; 
I have a reprint here if you want to copy it. 


pete 
pgerba@crl.com 


From boatanchors@theporch.com Tue Jan 23 18:01:00 1996 
From: kj7£@micron.net (Terry Dobler ) 

Subject: AGC question 

Message-ID: <mOtelkP-QO0QYAC@misO1.micron.net> 


Greetings, 


I have been getting a tired Heathkit MR-1 receiver running again 
and wondering about the AGC. It develops AGC just fine but there is 
absolutely no decay rate. The meter swings along with the voice 
peaks. A look at the diagram didn't reveal any capacitors large 
enough to hold the AGC voltage up during gaps between sylables. So, 
my question is, is this normal for this vintage equipment? 


Terry KJ7F 
kj7£@micron.net 


From boatanchors@theporch.com Tue Jan 23 18:01:00 1996 
From: Henry van Cleef <vancleef@bga.com> 

Subject: Re: AGC question 

Message-ID: <199601231732.LAA24672@zoom.bga.com> 


As Terry Dobler said 
Greetings, 


I have been getting a tired Heathkit MR-1 receiver running again 
and wondering about the AGC. It develops AGC just fine but there is 
absolutely no decay rate. The meter swings along with the voice 
peaks. A look at the diagram didn't reveal any capacitors large 
enough to hold the AGC voltage up during gaps between sylables. So, 
my question is, is this normal for this vintage equipment? 


VV VV VV VV WV 


> 

The time constant on an AVC bus should be somewhere between a quarter 
and a half second. With a 1 megohm decoupling cap off the detector 
output, this works out to .05 mfd for a half second. Ina good design, 
each AVC point has something like a .01 bypass at places like the 
return end of coil grid windings. A common fault is for one of those 
bypasses to become leaky, which will make the AVC follow the audio too 
closely. 


I'm not familiar with this specific receiver, but if there is not 
enough RC to produce delay, it's wrong. On any set, if you don't like 
the original designers' choice of time constant, you can always change 
it by changing the cap values, or adding a cap on the bus. 


Occasionally, I've run into parasitics on an AVC bus, particularly 
where the physical wiring is long. Fix for this is to find a place to 
put a squeal stopper resistor and decoupling cap to ground in the bus. 
2K or thereabouts is a good value for squeal stoppers. 


KKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKEKKKKKKKKKKKKKKKKKKKKKKKKKKK 


Hank van Cleef vancleef@bga.com vancleef@tmn.com 
KKK KKK KKK KKK KK KKK KKK KKK KKK KKK KKK KKK KKK KKK KKK KKK KEKE KERR KK AK 


From boatanchors@theporch.com Wed Jan 24 05:28:00 1996 
From: jml@spider.lloyd.com (Jim Lockwood) 

Subject: Re: AGC question 

Message-ID: <mOtenZm-Q00TsIC@spider.1lloyd.com> 


At 10:40 AM 1/23/96 -0600, Terry Dobler wrote: 


>Greetings, 
> 
> I have been getting a tired Heathkit MR-1 receiver running again 


>and wondering about the AGC. It develops AGC just fine but there is 
>absolutely no decay rate. So, 

>my question is, is this normal for this vintage equipment? 

> 


My observation is that it isn't unusual. 


Here at Radio Free Pollock Pines, my NC-303 and SX-115 both have very rapid 
AGC decay rates, yet the AGCcircuits in both work just fine. Of the two 
the SX-115 is the more pleasant to listen to because the overall background 
noise is much lower; the background noise on the NC-303 jumps up between 
syllables and can be distracting. 


OTOH, the Drake gear, notably the 2B and the R4B have provisions for fast or 
slow AGC decay. In the slow position, these two radios provide very 
comfortable SSB audio. 


I'm sure there are others, but one other radio with provisions for slow AGC 
comes to mind: The hallicrafters SX-101A. 


As an example of a radio that takes a different approach to AGC, I offer the 
Hammarlund HQ-110. Although it has a very competent product detector for 
CW/SSB reception, the design of the radio requires you to turn the AGC 
completely off for signals to go through the product detector path. 


So my guess, without ever having experienced an MR-1, is that it fell right 
in line with at least some of the design thinking of its time. 


73:4 


Jim - km6nk 


From boatanchors@theporch.com Wed Jan 24 05:28:00 1996 

From: "ROBERT W DOWNS, WA5CAB" <103012.2130@compuserve.com> 
Subject: RE: AN/URR-13A BA 438 

Message-ID: <960123053255_ 103012 .2130_GHU27-3@CompuServe.COM> 


Fred, 


The manual for AN/URR-13A is NAVSHIPS 91535. I can make you a repro of mine, 
and I also have all the plugs. If interested, contact me at the address below. 


Now that the commercial is out of the way, after WW-II, the US Navy and and US 
Aix Force converted from VHF to UHF (225-400 MC) for short range (i.e., tactical 
or Command) aircraft communications. The conversion may have actually started 
before the end of WW-II with the AN/ARC-12. The Navy ordered the RED receiver 
and the TED transmitter to replace the troublesome RDZ and TDZ. The RED became 
the AN/URR-13 and later the AN/URR-35. The TED's became AN/URT-something, which 
I forget. At least as late as 1968, when I came off of active duty, the ET's on 
USS Valley Forge still referred to the receivers and transmitters as RED's and 
TED's, regardless of what was actually on the nameplates. The AN/URR-13 was 
used for relatively short range (< 100 miles typically) plane to carrier and 
plane to ground communication. It was usually used with an omnidirectional 
groundplane antenna mounted well up on the mast above the island structure. A 
typical carrier of the period would have had a dozen or two of them, with a 
matching number of transmitters. The transmitters and receivers were normally 
paired up on a single channel, but we normally kept at least two tuned up on 
every active frequency, JIC (just in case), with the spares not patched through 
to anywhere. 


As I think I've said here before, AN/xxx-nn implies a complete set of equipment, 
including all the necessary manuals, cables, connectors, mounting bolts, etc. 
The individual components usually have nomenclature ending in /xxx-nn, 
indicating that they're a part of the set (this practice isn't unique to the 
later AN system, but was true of both the earlier Signal Corps and Navy 
nomenclature systems which it replaced). What you have is the receiver itself, 
R-266A/URR-13. The complete AN/URR-13 included the receiver, the manual, and 
all of the necessary connectors, etc. to install it. On a related subject, many 
hams talk about having an ART-13. Most don't. What they usually have is only 
the T-47/ART-13, T-47A/ART-13A or (rarely) T-412/ART-13B transmitter. Once ina 
while, they'll have one of the (four different) dynamotors, and maybe a control 
box, etc. Oops, pardon the soap box. 


What you can expect to hear on the R-266A depends on where you live and how 
persistent (and lucky) you are. If you live near a military airport, you should 
be able to pick up the tower and the aircraft it talks to on several different 
frequencies. The main tower frequencies are usually listed on aeronautical 
charts which you can (or could anyway) get by a visit to the nearest civilian 
airport that caters to general aviation. 


From boatanchors@theporch.com Tue Jan 23 18:01:00 1996 
From: Don Whitty <whittyd@nbnet.nb.ca> 

Subject: ANTENNA NAMES and other stuff.. 

Message-ID: <9601231741.AA41769@darwin.nbnet.nb.ca> 


Being fairly young, (34 years old, 20 years a ham) I have observed some 
interesting names come and go. Some conjure up images difficult to explain. 

As a young ham, I always wanted to have one of the "“thunderbirds" on my 

tower, was tickled by names in the older mag's I read, ie. "signal 

squirter"... Who can forget the "Double Bazooka"! Though I saw it in those 
silly little ads, I've yet to hear someone say, "Antenna here is a Sparky J!!!" 


This list has rejuvenated an interest in ham radio for me that has been 
lying semi-dormant for some time. I have always like the "heavy stuff". I 
have been involved in all aspects of this hobby, DX, cw, satellites, weak 
signal, contests, digital. I still have all the toys. Lately I have been 
getting more joy out of listening to the early evening "long overs" on 75 
meters AM on my HRO Sixty. I have a modern shack that would make most hams 


drool, but "been there, done that". The heavyweight's have always been 
there, and will continue. As a 12 year old I used to listen to Tim Tron et 
al on an old Silvertone I had.... I never, (until then) realized how many 


interesting sounds could be generated by the human body. I'm sure some of 
you who were there know what I mean. This was til I discoved that by 


placing another small transistor radio REALLY close and tuning REALLY 
carefully, I could inject a carrier into the "main rig" and copy sideband 
and cw. WOW. Now I need a transmitter. With a receiver like that, one 
needs a complete station. Well, hmmm, look at this neat little gem. It 
was there, on a breadboard, in popular something or other magazine. 2 50L6's 
and no power transformer. Designed by W5 someone or other. Forgive the 
memory, but that was quite awhile ago....(Jeez all that stuff at 


university...but... I didn't inhale..(sorry Bill)) Anyway after nearly 
electrocuting myself and producing a signal on 7008 with my lone FT 243 from 
Jan, I managed to put a nearly purely AC signal on the air.. I was coming 


over everthing in the house and was immediately shut down. Transmitter 
taken away, thank you. ( I knew I shouldn't have told mom about being 
knocked unconscious) So..lets go bigger and better. 6AG7/6L6 combo. Book 
said it was good. I was sold. Built it on about a 4X4 sheet of plywood. 
Not pretty, but it had a nice tone! 7008 CQ CQ CQ.. wait a minute, one can 
only QRL and QRZ so many times. I need a callsign. Don't want to use a 
local one, might be too conspicuous. How about something rare.. Ok, C31 
Andorra is more or less in the right direction (through me) for the east 
coast. CQ DX CQ DX (7008 shakey fist) DE C31BL. With apologies to Fred 
Laun K3Z0, my first radio contact. I have never told him this and feel 
better now that I am out of the closet. Whew! 


I have recently traded my IC745 for a Drake B Line. It will be here any 
day. I am stil kicking myself in the ass for trading away my S-Line. I vow 
to have one again soon. (Any leads boys???) 


As of this weekend, my Viking Ranger will be back on the air along with the 
HRO 60. Skeds? Interesting frequencies? Who wants to hear this beast...? 
I'll be making noise Saturday and Sunday on 40/80. (Why is 14.286 listed 
but never used?? too much ssb??) 


Just one more note.. I realize the frequency isn't convenient for most of 
you, but some canadians can check in and some of you boys in the US can 
listen in. There is an eastern canadian AM (roundtable) net. 8:00 am EST 
on Sunday mornings (3.735 Mhz) Listen... If you can hear and are 
interested, let me know and I will talk to the boys about moving to a 
frequency we can all use. 


Sorry for the rambling..... thanks for the inspiration. I'm keen on our 
hobby (life) again. 


Don Whitty 
VE9XX 


From boatanchors@theporch.com Tue Jan 23 18:01:00 1996 
From: tomrice@netcom.com (Tom R. Rice) 


Message-ID: <199601230200.SAA18027@netcom4.netcom. com> 


My marvellous barn has yielded a receiver which I'd 
always thought of as a BC-342, but when I actually 
cleaned off the plate on the front panel, it sez: 


Radio Receiver Assembly 
OA-65-A / MRC-2 

Channel B Receiver 
Serial Number 77 

Barker & Williamson 


In view of my desire to get a manual and use this in my 
future 160-meter AM station, I'd appreciate some help 

in properly ID-ing this neat unit (it has the under-chassis 
AC power supply). 


tnx & 73 de WB6BYH 


"Start off every day with a smile and get it over with." --W.C.Fields 
Tom R. Rice 

tomrice@netcom.com 

CIS: 71160,1122 


From boatanchors@theporch.com Wed Jan 24 05:28:00 1996 

From: "Ray L. Mote" <rmote@rain.org> 

Subject: Re: BC-342 receiver or ????? 

Message-ID: <Pine.SUN.3.91.960123135903 .24354B@coyote.rain.org> 


If it looks like a BC-342 and it squawks like a BC-342, then it probably 
is a BC-342. I recall being surprised to find a second manual with the 
TCS I ordered, describing the AN/MRC-5C and AN/MRC-6C. I forget which 
was which, but one of them was nothing more than a TCS mounted in a 
Jeep. (The other was one of the xtal-controlled FM jobs, using the 
BC-603/604 or BC-683/684 combo.) This is a perfect example of the way 
they mixed the old Signal Corps SCR/RC/BC nomenclature with the newer 
Army-Navy (AN) nomenclature, and a similar example for mixing with the 
old Navy Model Letter system. Near the end of WW2, and into the first 
few postwar years, you had to know all three systems or you'd go nuts! 


ee Ray Mote, W6RIC <xrmote@rain.org> 


From boatanchors@theporch.com Wed Jan 24 05:28:00 1996 


From: Sandy Blaize <70401.134@compuserve.com> 
Subject: Boonton 91C info needed! 
Message-ID: <960124022254 70401.134_THD90-1@CompuServe.COM> 


Does anyone out there have a book on the Boonton 91C R.F. Voltmeter? 
I have one that is in need of re-calibration but I have no info on it! 
73, 
Sandy W5TVW 


Boat Anchors collected, restored, traded and used! 


From boatanchors@theporch.com Wed Jan 24 05:28:00 1996 
From: "William Michels" <michelwi@pb.com> 

Subject: Collins fully balanced tuner? 

Message-ID: <9600238224 .AA822435476@smtppc.ct.pb.com> 


Hi all, 


I'm looking for a schematic and parts list for a fully balanced 
antenna tuner that Art Collins designed in the late 1930's. I don't 
know whether this was experimental only or an actual production unit. 
I thought there was a reference to it in Electric Radio No. 65, but I 
can't seem to find it in that issue. From what I have read about it, 
there was a problem matching two separate roller inductors, one for 
each side of the circuit, but I want to find out more. 


Any pointers to this information are appreciated. 
Best Regards, 


Bill Michels 
michelwi@pb.com 


From boatanchors@theporch.com Wed Jan 24 05:28:00 1996 
From: kj7£@micron.net (Terry Dobler ) 

Subject: Re: Collins fully balanced tuner? 

Message-ID: <mOteqwWX-Q00QcbC@misO1.micron.net> 


Bill, 
The February 1990 QST has a construction article for a balanced 


tuner that used a drive belt to keep the roller inductors in step. 
You might want to check the article out to see if it helps. 


Terry KJ7F 
kj7£@micron.net 


I'm looking for a schematic and parts list for a fully balanced 
antenna tuner <snip> 

Bill Michels 

michelwi@pb.com 


VV VV 


From boatanchors@theporch.com Wed Jan 24 05:28:00 1996 
From: howellh@admin.winthrop.edu 

Subject: Coming back home.... 

Message-ID: <96012315461289@admin.winthrop.edu> 


WINTHROP UNIVERSITY Electronic Mail Message 
Date: 23-Jan-1996 03:36pm EDT 
From: Haney Howell 
HOWELLH 
Dept: Mass Communication 


Tel No: 323-4534 


TO: Remote Addressee ( _smtp%"boatanchors@theporch.com" ) 


Subject: Coming back home.... 


Re: Don / VE9XX confessions and partitions... You are forgiven, my boy. 
Welcome back. Most of us here have a similar tale. A pristine Apache pushed 
its nose into the shack four years ago. It was then full sandys... 940, Omni, 


etc. Now the latest rig is the late S line. I swapped it once for the 940. 
Guy decided a year later that he wanted the ricebox back. I drove swiftly to 
him home before he could change his mind. Whew! Rebuilt the shack over the 
weekend. B line and amp on the desk, 32V3 and 390A in the wooden rack, the S 
line on the corner desk. All that blows and goes! D-104s everywhere! I love 
it. Tim has a few new sounds. Check out 3885 in the evenings. My confession? 
I still have the first home brew transmitter, a little 3 tube, 6DQ6 jobbie from 
the handbook. Unfortunately, it has a few holes. Seems the boss at our 
teen-staffed radio station once had enough and sacked the lot of us (all hams). 
We did a bit of magic on the coils, scrounged an Eico 733 modulator, and became 
"Radio Free Copperhill, Tennessee" for a few days... 45s dropping onto the old 
bakelite changer, throttled back PA amp feeding the mess into the stressed 
modulator. A big loop around the yard did the rest. Some folks claimed they 
didn't need a radio to hear us. Peace was restored when the station hired us 
back. The "Little Flea" went into the attic and was rescued a few years back. 


My problem? Which restoration? (Yep, I have a 733 and....) 


Haney no2n howellh@winthrop.edu no2n@sunbelt.net 


From boatanchors@theporch.com Tue Jan 23 18:01:00 1996 
From: Rick Zabrodski <zabrodsk@med.ucalgary.ca> 

Subject: Drake TR4C RV4C AC Hum on Speaker 

Message-ID: <Pine.SUN.3.91.960122211431 .20429B -100000@ume> 


Created some room in the shack and got my Drake stuff out again beside 
the assorted Rice boxes. I bought them new in 1971 when I was 17....... a 
years savings! 


Anyway, while admiring the superiour audio quality I also noted the AC 

hum in the background. I have forgotten, is this the way tube rigs sound? 
It is not objectionable but certainly there. Is there a fix? 

Please send comments directly as am not subscribed to list at present. 


Thanks! 
Dr. Rick Zabrodski BSc, MD, CCFP(E) * VE6GK 
Clinical Assistant Professor * NorCal 519 ARCI 7650 GQRP 8329 


Faculty of Medicine, Univ. of Calgary »* "Power is no substitute for skill" 


From boatanchors@theporch.com Tue Jan 23 18:01:00 1996 
From: Bill Sorsby <bill.sorsby@dlep1.itg.ti.com> 
Subject: Fleaspeak 

Message-ID: <199601231556. JAA18025@dlep1.itg.ti.com> 


Greetings, 


Since no one else ran with the ball about Fleaspeak, I'll say how I 
interpret the stated condition of a rig being sold. I'll preface this by 
saying that, IMHO, for the most part, when someone sells a rig it's because 
he's not interested in it. The implication here is that the seller's not 
interested in investing much money or effort into fixing it. 


In my experience few hams, even sellers at swap meets, are comfortable 
attempting the big lie. Most will, however, overstate the condition of the 
equipment being sold. I generally derate statements of condition by about 
50%. CAVEAT EMPTOR. 


"Worked last time I turned it on": It don't work now. 


"It has a problem with ...": The seller only mentions this because it's 
obvious to the most casual observer. There are other problems of course, 
but you can't see them. 


"It has a MINOR problem with ...": The seller couldn't fix it, either 
because the cost was prohibitive, he didn't have the expertise or parts are 
unavailable. (Good luck figuring out which.) 


"Works great!": a) It's marginally functional, or b) the seller is lying. 
In either case, caveat emptor. 


I'm sure there are other lines, but these three seem to recur frequently. 
I'm interested in hearing other people's fleaspeak interpretations. 


Regards, 
Bill Sorsby, N5BU 


KK IK KKK KKK KIKI KIKI KIKI III KIKI 
bill.sorsby@dlep1.itg.ti.com 

Views expressed herein are my own. 
KAKA KKK KKK KAKI KIKI KIKI III IKK IK IK 


From boatanchors@theporch.com Wed Jan 24 05:28:00 1996 
From: garland@MPS.OHIO-STATE.EDU (James C. Garland) 
Subject: Re: Fleaspeak 

Message-ID: <O1IOCPCZYR3C8WW20A@MPS.OHIO-STATE.EDU> 


Based on my personal experience, I would add to the list: 
"T don't know if it works." (Translation: it doesn't work.) 


"It might need a bit of tweaking." (Translation: Marconi himself couldn't 
fix it, much less align it.) 

"It was used in government service." (Translation: after the govt. 
technician tried to solder the loose connections with an acetylene torch, it 
was stored outdoors on a wooden pallet during hurricane season.) 

"The dial drive may need lubricating." (Translation: the gears are stripped 
and all the setscrews are hopelessly frozen.) 


"T plugged it in to check that it lights up." (Translation: the light came 
from the two foot high flames.) 


"Tt doesn't chirp. (Translation: it doesn't transmit. ) 
"The audio sounds great." (Translation: the 60Hz buzz is faithfully reproduced.) 


"I'm selling it because I have two of them." (Translation: I'm getting rid 
of my parts radio.) 


"You won't find one at a better price." (Translation: "Better," in this 
case, meaning from the point of view of the seller.) 


"There are a couple of other people interested in it." (Translation: someone 
sat on it briefly to tie his shoelaces while walking past the table.) 


Respectfully submitted, 


Jim W8ZR (a sadder but wiser flea-market afficionado) 


From boatanchors@theporch.com Wed Jan 24 05:28:00 1996 
From: jproc@worldlinx.com 

Subject: RE: Fleaspeak 

Message-ID: <Chameleon.4.01.2.960123132802.jproc@> 


>I'm interested in hearing other people's fleaspeak interpretations. 


When I frequent one particular BA store in Toronto, I will make an price 
enquiry. If I think the price is too high, I make a negative facial 
expression and his standard answer is "I've been saving that piece just for 
you" or "I knew you would need that, so I kept it in inventory". 


Ya, sure. 


Jerry Proc, VE3FAB 
E-mail: jproc@worldlinx.com 


From boatanchors@theporch.com Wed Jan 24 05:28:00 1996 
From: MODSTEPH@ACS.EKU.EDU 


Subject: Re: Fleaspeak 
Message-ID: <O1IOCVQEGQVCOO03JCD@ACS.EKU.EDU> 


And believe it or not, there are those of us who actually do our 
best to state accurately the condition of the equipment being sold, 
and are honest about our dealings. In all my swapping/hamfesting 
over 25 years or so I have had a much higher percentage tell the truth 
about the equpment - but WITH the Caveat, of course - and I do recognize 
all the comments turned in so far... ;) 


It is best if you have an idea of what the thing is, what it is 
supposed to look like, what was its original price, how good was it 
when new (some of that stuff was somewhat less than wonderful when new: 
don't expect that S-38 to perform like a Collins...). 


73, Al N5AIT 
modsteph@acs.eku.edu 


From boatanchors@theporch.com Wed Jan 24 05:28:00 1996 
From: jcreid@CCGATE.HAC.COM 

Subject: Re:Fleaspeak 

Message-ID: <9600238224 .AA822442336@CCGATE.HAC.COM> 


I'm probably the worst kind of seller when it comes time to unload stuff at 
the swapmeets. First of all, I don't usual sell stuff. Most of the stuff I 
have has landed at its final resting place. It's either too old or too 
obsolete or just too yucky to do anyone else any good. I either enjoy it, 
store it, or toss it in the trash. That's why my garage is full of stuff like 
underdash Pioneer SuperTuners with 8-track players. The second problem is I'm 
too honest. Unless someone is really trying to push my button, I'll tell them 
everything I know about the unit. "It's missing this doo-dad." or "I plugged 
it in yesterday and it made static." I want people to be happy with their 
purchase for many reasons. 1)I'm not in it for the money. I just want it out 
of my garage. 2)If they get a bad deal, they might beat me up at the next 
swapmeet. I've done pretty good as far as buying stuff. Most people have been 
honest about the stuff I've bought. The SX-43 was kind of a grey area 
purchase. The guy said he was pretty sure it worked, but of course, it didn't. 
"Pretty sure" means he took my offer and I got the radio. 


-Jim N6SVS 
jcreid@ccgate.hac.com 


From boatanchors@theporch.com Wed Jan 24 05:28:00 1996 
From: DUBY TODD <dube2@mci.newscorp.com> 


Subject: Re: Fleaspeak 
Message-ID: <199601240209.VAAQ6497@camus.delphi.com> 


And the other side of the coin: 


I once sold a perfectly good G-76 (including a nice HB power supply) to a 
fellow ham. 

It did, indeed, work last time I turned it on, as I told him. In fact, I had 
it on the 

air the evening before he came by to pick it up. 


Nearly a year later he called me on the phone and reamed me out for selling 
him a bad radio. Seems he had sold it to another ham who complained that 
the power transformer was bad. 


I have no idea whether ham #1 ever turned it on after he got it from me; or 
if he somehow managed to blow the xfrmr himself before passing it on to ham 
#2; ox if ham #2 blew the transformer and then complained to ham #1; or if 
somewhere along the way the xfmr just decided to let go. I did, however, 
find it odd that ham #1 would have the gall to complain to me about it, that 
long after he picked it up. Needless to say, ham #1 occupies a permanent 
position high up on my S-list. 


My advice to any who buy old stuff from me: If I said it worked, you can be 
sure I checked it just before I handed it to you. If you get it home and it 
doesn't work, I'll take it back; but you darn well better let me know the 

next day, else I figure you broke it, or it died of old age while it's yours. 


13% 


Dube Todd AB5AP dube2@mci.newscorp.com 


From boatanchors@theporch.com Wed Jan 24 05:28:00 1996 
From: MIKE SANDERS <ks@f@basic.net> 

Subject: Fleaspeak/P.S. HRO stuff wanted 

Message-ID: <199601231834.MAA19555@basic.net> 


Salutations! 

Hamfests buys are pretty simple. I have for a long time bought only 
assuming that the item did not work or would need attention to work 
satisfactorily. The price I pay is for a broken unit only. I can not 
remember ever buying something that someone else had "fixed", "restored" 
or otherwise cobbled up at a premium price. It makes no sense. 

For those who enjoy the old stuff but have no ability, inclination 
or whatever to get it going things are a bit tougher but not impossible. 
If it: Belongs to a widow and I don't know if it works or not. 


Belongs to a friend and he said it worked last time he checked. 
Was bought a couple years ago and I just never had time to check it 
out but the guy I bought it from said it worked. 

Appears to have just come from the chicken coop. 

Appears to have just come from the car wash. 

Has a minor modification 

Has a major modification 

Has any modification 

Works great except its missing..... 

Works great except for......... 

Belonged to my "sniff sniff daddy sniff" (brother, sister, uncle etc.) 

Is something you know nothing about. 

Don't buy it if you can't fix it. Don't pay a price you see in ads 
in the mags or on the I net even on this list. If you have to have a unit 
that is restored and fully functional expect to pay the price and try to buy 
from someone you know or have heard of from others. Even experienced buyers 
get hooked once in a while. Common sense is the only guide. Experience helps. 

A young fella called me a few months ago and wanted to know if I would 
check out a transceiver for him he just bought at "the hamfest". It was his 
first hf rig and the guy said he could work the world with it. I don't know 
what he paid for the HQ170 but I turned him down thinking it would be kinda 
tough to get it to transmit "full output". 73 de KSOF ZUT 

ks@f@basic.net 


"Watch it now! Watch it now!" 
Sam da Sham an da Fayrows 


P.S. Still looking for coils for the HRO 50T1. A speaker? Dial scales? 


"Dreeeeeeam Dream Dream Dreeeam" 
Don and Phil Da Elderly Brudders 


From boatanchors@theporch.com Wed Jan 24 05:28:00 1996 
From: "Dick Dillman" <ddillman@igc.apc.org> 

Subject: Fwd: Teletype Model 15, receive only. 
Message-ID: <73481.ddillman@igc.apc.org> 


xNOTEx The message below is a re-post from rec.radio.swap. All 
replies must go to the person making the post, not me. 


rors Forwarded message begins here ----- 

From: Spencer Webb <webb@ultranet.com > 

Newsgroups: usenet.rec.antiques,usenet.rec.radio.swap,usenet.ne.forsale 
From boatanchors@theporch.com Tue Jan 23 18:01:00 1996 

From: 1jhs9867@tstc.edu (John H. Strunck IIT) 


Subject: Hallicrafters 38D Mark II 
Message-ID: <199601231631.KAA28581@waco.tstc.edu> 


Hello, 


Does anyone know where I can get the dail background paper for 
a hallicrafters S-38D Mark II? Also looking for paint for the receiver. 
Anyone who has restored a S-38D please feel free to contribute ANY info 
you think might be helpful. 


Thanks for your time! 
John Strunck 
1jhs9867@tstc.edu 


From boatanchors@theporch.com Tue Jan 23 18:01:00 1996 
From: BRIDGERS@gonzo.ccl.org 

Subject: Hammarlund Signal Slicers A or B 

Message-ID: <960123111341.20401535@gonzo.ccl.org> 


Could someone tell me what the going rate is for a Hammarlund Signal 
Slicers A and B? Or was it B&W that made the signal slicers A & B? A fellow 
has one for sale, and I'd like to make him a reasonable offer. But I need 
some help in figuring out what is reasonable. 


One other thing: I plan to use this with my R-390A to process SSB 
signals. Am I on the right track in thinking this way? 


Thanks for any help you might be able to provide... 
73's Tom KE4RHH Bridgers@Leaders.CCL.org 


From boatanchors@theporch.com Wed Jan 24 05:28:00 1996 
From: merrigan@ee.ualberta.ca 

Subject: Re: Hammarlund Signal Slicers A or B 
Message-ID: <199601232042.0AB24797@uro.theporch. com> 


In <960123111341.20401535@gonzo.ccl.org>, on 01/23/96 at 10:10 AM, 
BRIDGERS@gonzo.ccl.org said: 
> Could someone tell me what the going rate is for a Hammarlund Signal 


>Slicers A and B? Or was it B&W that made the signal slicers A & B? 


Perhaps you are thinking of the Central Electronic Sideband Slicers. They 
came in Models A and B. Model B has a Q-multiplier. 


As for price, I don't have a clue; I paid about $30.00 for mine (Model B 
with a manual), but that was several years back. Notetably before 
Hammerlund HC-10's started going for $200.00. (Nuts!!). 


Shaun 


From boatanchors@theporch.com Wed Jan 24 05:28:00 1996 
From: merrigan@ee.ualberta.ca 

Subject: Re: Hammarlund Signal Slicers A or B 
Message-ID: <199601232119.PAA26294@uro.theporch. com> 


In <960123111341.20401535@gonzo.ccl.org>, on 01/23/96 at 10:10 AM, 
BRIDGERS@gonzo.ccl.org said: 


>> One other thing: I plan to use this with my R-390A to process SSB 
>signals. Am I on the right track in thinking this way? 


Yep, it works with the R390A, right off the IF output jack. Of course you 
will have to align the Slicer to the R390A's IF; it may have been used on 
an receiver with a different intermediate frequency. One remark: you will 
have to use the RF gain on the R390A to control the audio volume at the 


Slicer, unless you want to go in and do a bit of surgery on your R390A. I 
have my R388 permenently hooked up to the Slicer, so this is what I did. 


BTW, if you decide not to buy, put me in touch with your contact. 


Shaun 


From boatanchors@theporch.com Wed Jan 24 05:28:00 1996 
From: "Roger W. Stevens" <rstevens@voicenet.com> 


Subject: Re: Hammarlund Signal Slicers A or B 
Message-ID: <9601240119.AA28455@voicenet.com> 


Hello fellow lower back pain sufferers, 


Anyway, aS a new subscribee, here is my first post--a test, and 
perhaps a helping note. 


The Signal Slicers were Central Electronics units--I know, as I have 
a Model B attached to my 75A3 with a 6 MHz mechanical filter, which 
is a must, as the slicer uses a phase shift network to "slice" the 
bandwidth in half, thereby rejecting the unwanted side. So a 6 MHz 
passband looks like 3 MHz or so when it's done. The "B" also had a 
Q-Multiplier in it, which the "A" did not, if I'm not mistaken. The 
unit is attached with three plug-in cables, which I assume are IF In, 
Audio out, and another one I'll have to think about. I don't think I 
have a schematic at this point, unfortunately. It works great 
demodulating SSB, as it also has a product detector. It has an 
internal AC supply, and drift has never seemed to be a problem with 
it. I would have to say it is preferable to some of the other 
solutions I've seen and heard about, if you can find one. With the 
4:1 reduction dial on my A3, it just about does it for me on all 
modes without needing an A4. As for your 390A, I think the "B" talks 
455 kHz, so you should be OK there. Cost? Probably $50 for an "A", 
$75 for a "B", but I'm just guessing. They are RARE, is my guess, so 
YPMV . 


All I need is a matching speaker for the A3, if anyone has one 
kicking around. Please respond to rstevens@voicenet.com. 


73, Roger WA3FLE 

Norristown, PA 

"90% of success is showing up."--Woody Allen 
rstevens@voicenet.com 
wa3fle@wa3fle.ampr.org [44.80.12.33] 
WA3FLE@WB3JOE.#HEPA.PA.US.NA 


From boatanchors@theporch.com Wed Jan 24 05:28:00 1996 

From: "Whitham, Dave AP" <WHITHAMD@HPDAPPO@2.HPDAP.MSMAIL .ABBOTT . COM> 
Subject: Heathkit SB104 

Message-ID: <3104F834@msmail.abbott> 


I am in the process of restoring a Heathkit SB104 that took a lightning hit. 
I am looking to see if anyone has a spare extender board or knows where I 


can buy one. I called Heathkit yesterday and they do not have any of the 
parts to make a new board. 


Dave 
DE KCONG 
e-mail whithamd@wi.net 


From boatanchors@theporch.com Wed Jan 24 05:28:00 1996 
From: Chuck Penson <penson@sci.mus.mn.us> 

Subject: Re: Heathkit SB104 

Message-ID: <31055D6A.4B2@sci.mus.mn.us> 


> I am looking to see if anyone has a spare extender board or knows where I 
> can buy one. I called Heathkit yesterday and they do not have any of the 
> parts to make a new board. 


The extender boards are very rare and usually are not found with the 
rig. It is likely that you could homebrew something without too much 
trouble. 


I don't want to sound pessimistic but SB-104s were iffy even when 
they were new. 


Chuck Penson 
Education Division 
Science Museum of Minnesota 


penson@sci.mus.mn.us 
612.221.4510 voice 
612.224.5092 fax 


Standard Disclaimer: The opinions expressed are etc. etc. 


"Nothing is too wonderful to be true" -- Michael Farady 


From boatanchors@theporch.com Wed Jan 24 05:28:00 1996 

From: Sandy Blaize <70401.134@compuserve.com> 

Subject: Re: How Do You Fix Binding Condensers 

Message-ID: <960123040650_70401.134_THD143-4@CompuServe. COM> 


Bravo! Very well explained Henry! 

I sometimes use filing folder cardboard, various weights of paper, "Fish" paper 
and 

brass shim stock (Available from hobby shops) for "alignment shims" for 


reassembly. 


You can do the same trick with Hammerlund "APC" type trimmers too by unsoldering 
the stators, relubing and reassembling. For bearing lube, I use "Molykote" or 
Rocol (British) Molybdenum Disulfide grease. It's messy but it's super slick 
and 

has a very low coefficient of friction. Another trick I use is mixing Molykote 
"Z" powder with WD-40 and it will penetrate and lube up sticking shafts that 
can't be removed from the equipment easily without major disassembly. 


73, 


Sandy W5TVW 


Boat Anchors collected, restored, traded and used! 


From boatanchors@theporch.com Wed Jan 24 05:28:00 1996 
From: BRICKEY_PETER@Tandem.COM 

Subject: Re: In Marconi's Footsteps, Early Radio 
Message-ID: <199601231400.AA15161@POST .MIS.TANDEM. COM> 


Hi; 

I was interested in this book when I read the posting by Duncan 
(ON9CHU) and decided to try and get a copy. I called Barnes & Noble 
gave them the info Duncan supplied and asked if they could order a 
copy. The answer was yes, would take about 4 to 6 weeks and the 
cost would be $39.95. If it is a hardcover a %20 discount will 


apply. 


73's Peter 


From boatanchors@theporch.com Tue Jan 23 18:01:00 1996 

From: Steve Ellington <n4lq@iglou.com> 

Subject: re:Inspirational Nam 

Message-ID: <Pine.SOL.3.91.960123112517 .28726B-100000@iglou> 


Non inspirational names: Or just plain goofey: 


In a 1932 QST there is an add for the "GLOBE GIRDLER" receiver. Looks 
like a breadboard job. 


Steve Ellington N4LQ@IGLOU.COM Louisville, Ky 


From boatanchors@theporch.com Tue Jan 23 18:01:00 1996 
From: Steve Rodowicz <srodowic@ix.netcom.com> 

Subject: re:Inspirational Names 

Message-ID: <199601231342 .FAAQ4573@ix2.ix.netcom.com> 


At 08:00 AM 1/19/96 -0600, Jim Condon, AD4YM wrote: 

>Couldn't happen in the PC 90's. Violent-sounding names such as 
>MARAUDER (and WARRIOR, INVADER, etc.) would be something like 
>PEACEKEEPER. 


As I recall, the "Colt 45" revolver was called "The Peacemaker". 
A product named ahead of it's time? 


73, Steve - N1ISR 


From boatanchors@theporch.com Tue Jan 23 18:01:00 1996 
From: Henry van Cleef <vancleef@bga.com> 

Subject: Re: Inspirational Names 

Message-ID: <199601231624.KAA16385@zoom.bga.com> 


At 08:00 AM 1/19/96 -0600, Jim Condon, AD4YM wrote: 

Couldn't happen in the PC 90's. Violent-sounding names such as 
MARAUDER (and WARRIOR, INVADER, etc.) would be something like 
PEACEKEEPER. 


VVVV WV 


To satisfy the PC crowd, if you were going to name them for Indi‘H4H 
Native American tribe*H*H4H nations, you could use: 


Niemiepoo (Nez Perce, who never had pierced noses). 
Tohono O'odham (Papago) 
Dinay (Navaho) 


Or for people. One that would really fit nicely is Hinmahton 
Yalahkekt, or "Thunder in the Mountains," known to the 19th century 
history as "Chief Joseph." Or maybe the Smohalla (name of a prophet). 
You could use Peopeo Ilpilp (red bird), but I don't think the 
marketeers would go for Itsiyiyi Moxmox (yellow coyote). 


Sort of interesting to consider, when it comes to trade names, one 
company, whose previous products only had model numbers, used the name 
"Bonanza" for a product they introduced 50 years ago, which they still 
make, and nobody ever questioned its appropriateness. That is the name 
of the Beech models 33 and 35 airplanes. 


KKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKEKKKKKKKKKKKKKKKKKK 


Hank van Cleef vancleef@bga.com vancleef@tmn.com 
KKK KKK KKK KKK KKK KKK KKK KKK KKK KKK KKK KK KKK KAKA KAKA KKK KEKE KKK 


From boatanchors@theporch.com Tue Jan 23 18:01:00 1996 

From: Kevin Pease <hamradio@mm1001.theporch.com> 

Subject: Re: Interesting Ranger II problem 

Message-ID: <Pine.LNX.3.91.960122183435 .22185B-100000@mm1001.theporch. com> 


I had a similar problm with my ranger I. In my case there is a metal 
shield behind the meter. The B+ was shorting to the shield. 


Kevin Pease 
WBOJZG Mount Juliet, TN. 


From boatanchors@theporch.com Wed Jan 24 05:28:00 1996 
From: Keith Heitzmann <kk5fe@accesscom.net> 

Subject: Johnson transmitter VFO scale 

Message-ID: <199601232053.0AA25230@uro.theporch. com> 


Hey all, 

Just wanted to send this out. If anyone needs the dial glass (plastic) for 
these rigs, I bought one from this guy, he is advertised in this month's ER, 
and wanted to say that it looks just like the original. I needed one for my 
valiant, I sent him a check and got it within a week and a half. I dont know 
him other than buying the dial from him, just thought if someone needed one 
and doesnt get ER, (hey, it happens!), they would like to know. 


New Ranger I, Valiant I, Navigator I Plastic VFO dials, with all holes 
just like the original, silk screened in green letters, $17.50 
Bruce Kryder, 4003 LauarawoodLn., Franklin, TN 37063. phone 615-794-9692. 


13% 
Keith KKSFE 


KEKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKK 
KKKKKKKAKAKKELTH HELEZMANNKKAKAKAKAKKK 
KAKKAKKKKKKACOVINETON, La. KxAKKKKAKKKAKK 
xkkkkxkKEMaIL: kk5fe@accesscom. netxx*xx*x*x 
*Check out the Westside ARC Web page at:* 
xxkk«khHttp: //www.accesscom.net/~kk5hyxx*** 
KEKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKEKKE 


From boatanchors@theporch.com Tue Jan 23 18:01:00 1996 
From: jml@spider.lloyd.com (Jim Lockwood) 

Subject: Kit errors 

Message-ID: <mOteX9u-000TUjC@spider.1lloyd.com> 


At 01:30 PM 1/22/96 -0600, Jim Condon wrote: 

> 

> 

>Perhaps other anchorites can contribute warnings about unique problems 
>that they have found in homebuilt kits. 

> 


Interesting thread and one that could be a wakeup call for anyone buying 
what was once a kit at a fleafest. 


I've personally encountered two assembly errors in Heath kits. 


In one case, on a VHF-1 Seneca, the meter wiring for the HV measurement was, 
well, just wrong. Switching to the HV position instantly popped the fuse 
(thankfully and frightenly). The problem was an improper ground connection 
made at the rotary switch. It had always been wrong since the day the kit 
was built. 


Another case involved an SB-610 monitor scope. The darn thing just would 
not focus. The focus control had to be all the way at the extreme of its 


rotation and still the trace was fuzzy. This one turned out to be two 
potentiometers, one a 10K and the other a 100K that had been installed in 
the opposite positions to what they should have been. As a footnote to 
this one, the vendor from whom I bought this piece and a frequent visitor to 
the California Livermore swap, said the SB-610 "worked perfectly". Yeah, 
right..... 

73, 

Jim - km6nk 


From boatanchors@theporch.com Tue Jan 23 18:01:00 1996 
From: Chuck Penson <penson@sci.mus.mn.us> 

Subject: Re: Kit errors 

Message-ID: <31043D74.14@sci.mus.mn.us> 


Jim Lockwood wrote: 


> the vendor from whom I bought this piece and a frequent visitor to 


> the California Livermore swap, said the SB-610 "worked perfectly". Yeah, 


You need to brush up on your "flea speak." :) 


Chuck Penson 
Education Division 
Science Museum of Minnesota 


penson@sci.mus.mn.us 
612.221.4510 voice 
612.224.5092 fax 


Standard Disclaimer: The opinions expressed are etc. etc. 


"Nothing is too wonderful to be true" -- Michael Farady 


From boatanchors@theporch.com Wed Jan 24 05:28:00 1996 
From: Michael.J.Knudsen@att.com 

Subject: Re: Kit errors 

Message-ID: <9601231909 .AA03619@bock.ih.att.com> 


Years ago I acquired a Kniught-Kit signal generator, which I 
used for many years before getting a URM-25 and selling the little guy. 


The AC line cord goes to a 5-terminal strip, whose center terminal 
is riveted to chassis ground. The AC line goes to two terminals, 

each with a bypass cap to the ground terminal, and two line chokes 
take the AC pins to the remaining two terminals where wires go to 

the power switch and transformer primary. 


Well, the original owner had shifted the AC leads by one terminal each, 
so one side was wired to the grounded lug! By some divine providence I 
discovered this the "easy" way. Needless to say I corrected the wiring! 


What we really would like to know is, are these errors we're posting 
just owners' assembly errors, or did the manuals have faulty text 

or pictorials? I didn't get the manual with the Knight so couldn't tell. 
73, mike k w9nrd 


From boatanchors@theporch.com Tue Jan 23 18:01:00 1996 
From: w7ni@teleport.com (Stan Griffiths) 
Subject: Metering B+° 


Message-ID: <199601231055.CAAQ2128@desiree.teleport.com> 


I bring this up because of the problem Jim, W8ZR, experienced with an arcing 
B+ meter in a Ranger. You may not be able to use this idea in any BA you 
are restoring, but you can use it in any homebrew rig you build. 


I meter the B+ voltage on my 4-1000A amp with a 0-1 ma current meter which 
rests near ground potential. I have it set up to read 0-10KV. I simply 
connect one end of a 10 megohm resistor (10 each 1 megohm, 1 watt resistors 
in series) to the B+ and the other end to the 0-1 ma meter. The other meter 
terminal is grounded. Since the internal resistance of a ammeter is very 
low, the entire meter is near ground. Just in case the meter should happen 
to go open, I have a 100K resistor shunting the two meter terminals. The 
100K is HUGE compared to the internal reistance of the meter so the tiny 
current flowing there does not upset meter calibration. The 100K is small 
compared to the 10 meg series resistor so it will keep the voltage on the 
meter very low even if it goes open. Works great and has for 20 years. 


Stan W7NI@teleport.com 


From boatanchors@theporch.com Tue Jan 23 18:01:00 1996 
From: SFCNO3A@prodigy.com ( DON FLENNER) 

Subject: Re: Mic Connectors 

Message-ID: <013.09325600.SFCNO3A@prodigy.com> 


Greetings BA folks, 


The microphone connector used on the B&W 5100, Johnson rigs, Hallicrafters 
HT32 series rigs and probably more all used the 80-MC2M plugs. If you can 
not find them in a buddies junk box or at a hamfest they are still 
available from Allied Electronics, 800-433-5700 and Newark Electronics with 
a lot of local numbers. 


The plugs were selling for under a dollar in the 50's & 60's, now between 7 
and 10 dollars. Watch out for any minimum orders. 


733 


Don KB4SA 
e-mail SFCNO3A@prodigy.com 


From boatanchors@theporch.com Tue Jan 23 18:01:00 1996 
From: "Cal J. Eustaquio" <ceustaqu@violin.aix.calpoly.edu> 


Subject: Re: Mic Connectors 
Message-ID: <Pine.A32.3.91.960123081320.32541C -100000@violin.aix.calpoly.edu> 


Does anyone like to go in on a "gang order" on this one? Let me know. 
Cal, N6KYR. 


On Tue, 23 Jan 1996, DON FLENNER wrote: 


e-mail SFCNO3A@prodigy.com 


> 

> Greetings BA folks, 

> 

> The microphone connector used on the B&W 5100, Johnson rigs, Hallicrafters 
> HT32 series rigs and probably more all used the 80-MC2M plugs. If you can 

> not find them in a buddies junk box or at a hamfest they are still 

> available from Allied Electronics, 800-433-5700 and Newark Electronics with 
> a lot of local numbers. 

> 

> The plugs were selling for under a dollar in the 50's & 60's, now between 7 
> and 10 dollars. Watch out for any minimum orders. 

> 

> 73, 

> 

> Don KB4SA 

> 

> 

> 


From boatanchors@theporch.com Tue Jan 23 18:01:00 1996 
From: "Dick Dillman" <ddillman@igc.apc.org> 

Subject: Midway 

Message-ID: <86550.ddillman@igc.apc.org> 


A two part program on the battle of Midway was shown this evening on 
the PBS "Battlefield" series. In the first part there were numerous 
radio room scenes including several showing Navy operators busily 
copying JN-25 intercepts. They were using RBA/RBB/RBC receivers, the 
twins of which I had within arm's reach as I watched. Nice. 


Dick Dillman 
WPE2VT N6VS_ ex-WA2BIK 
<ddillman@igc.apc.org> 
Collector of Heavy Metal: 
Harleys, Willys and Radios Over 100lbs. 


From boatanchors@theporch.com Tue Jan 23 18:01:00 1996 

From: "Cal J. Eustaquio" <ceustaqu@violin.aix.calpoly.edu> 

Subject: Re: Midway 

Message-ID: <Pine.A32.3.91.960123081054 .32541A-100000@violin.aix.calpoly.edu> 


Been to Midway back in '84. I understand they are tearing down all 
remains of the Naval Facility and making the area a gooney bird preserve. 
Beautiful place. Cal, N6KYR. 


From boatanchors@theporch.com Wed Jan 24 05:28:00 1996 
From: robert fowle <hammarlund@voyager.net> 

Subject: Military handbook wanted 

Message-ID: <199601240125.UAA06199@vixa. voyager.net> 


Good evening; 
still looking for a military handbook # HDBK- 161, ( I believe this 
is correct). anyone having one and wishing sell ( or trade) please drop me a 
line. 
Thanks 
Robert Fowle 
the HAMMARLUND historian 
Ph. 517-789-6721 
E-mail: Hammarlund@vixa.voyager.net 
1215 Winifred 
Jackson, Mich. 49202-1946 


From boatanchors@theporch.com Wed Jan 24 05:28:00 1996 
From: David Metz <metzd@cfw.com> 

Subject: Milspec comm/Paul Zechinno 

Message-ID: <9601232305.AA18659@milo.cfw.com> 


After several attempts via other means, I have to risk a no-no. Does anyone 
know what has happened to Paul Zechinno of Milspec Communications -(a R390 
expert and parts source)? He used to be in Wakefield RI and then moved to 
Englewood Fla. I have sent faxes to his last phone number that answers with 
the tone, and sent several notes, all to no avail. (This is not MILCOM also 
in Fla). Any help would be appreciated by private email. Thanks. 


73's dave metzd@cfw.com 


From boatanchors@theporch.com Tue Jan 23 18:01:00 1996 
From: List Admin/Owner BoatAnchor Mail List <listown@jackatak.theporch. com> 
Subject: missing digests ? 


Message-ID: <9601222024.aa28848@jackatak.theporch.com> 

Gang- 

Recently I received several messages with this general content: 

> Every now and then I seem to miss a digest. Is there any method for 
> me to get this missing digests through the listproc, or do I have to 
> ask someone such as yourself to send them to me? 

There is the SunSite archive, but I have them stretching back to July 
sometime, and can forward one or two on if you have a need... I'd 
rather not do wholesale re-mails, though I have helped a few of the 


faithful out with a week or twos worth after a vacation... 


Mailer problems happen, and sometimes digests are just not delivered 
to some recipients. 


As for the missing digest #435 that I have been asked by so many 


about... THERE IS *NO*x DIGEST 435!!!!! No at all sure why, but it 
never made it off Phil's machine, so there is a "hole" in the 
numbering... sorry gang, we tried and it just never turned 
up....anywhere! ;%) 


Best suggestion? Use it as a bar trivia question next fleamarket... 

what is the number of the missing digest? ;%) 

73 

Jack, W4PPT/Mobile (75M SSB 2-letter WAS #1657/#1789 -- both all mobile! ;4%) 
- - - BoatAnchor Mailing List Archiver/Owner - - - 

listown@jackatak.theporch.com “oo firebotl@jackatak.theporch.com 


From boatanchors@theporch.com Wed Jan 24 05:28:00 1996 
From: whittyd@nbnet.nb.ca (Don Whitty) 

Subject: National Speaker Insignia... 

Message-ID: <9601240103 .AA20964@darwin.nbnet.nb.ca> 


I am still looking for the little siver and red "National" insignia for my 
HRO-60 speaker... 


Any idea where I may locate one? 


Don VE9XX 


From boatanchors@theporch.com Tue Jan 23 18:01:00 1996 
From: larrys@fmis02.nsc.com 

Subject: NEARC swapmeet 

Message-ID: <96012309262032@fmisO2.nsc.com> 


Like Andy, I, too attended the New England Antique Radio Club meet last 
Saturday in Nashua, NH. Here are some of the goodies I came home with: 


1) Pair of 203A tubes, (one filament checked good, one checked open 
when I got home). 


2) Pair of 874 tubes, NOS, (spares for RAL/RAK's) 


3) Nice old homebrew BCB coil with two sliders on wooden base, good 
basis for XTAL set. 


4) Small box of assorted antique parts including vernier dial, 
breadboard-mount ceramic tube scokets (5 & 6 pin), knobs, 
audio interstage transformers. 


5) Fluke DMM (working!) 


Also met some nice interesting folks. The whole expedition cost me $50, 
including the items listed above, tolls and gas - Nashua is about 200 
mi round trip for me. 


73, 
Larry (larrys@fmis02.nsc.com; ARS NE1S) 


From boatanchors@theporch.com Tue Jan 23 18:01:00 1996 

From: berg stephen erik <z931086@corn.cso.niu.edu> 

Subject: Re: Need Info / Curves for 7077, 7486, and 7768 
Message-ID: <Pine.3.89.9601221938 .A28024-0100000@corn.cso.niu.edu> 


I have a G.E. Ap note some place about the 7077 tubes. I will try to find 
it if nobody comes up with the info first. I cannot remember if it has 
curves, but it did have 2 meter and 432 MHz converter circuits. In my 
stash, I have several tubes and a Jetron socket. One of these days... 

73, 

Steve WA9JML 


Z931086@corn.cso.niu.edu 


From boatanchors@theporch.com Wed Jan 24 05:28:00 1996 
From: "Mark Glusker" <glusk@mechcad3.engr.sgi.com> 
Subject: Re: R-390A RF Module 

Message-ID: <9601231031.ZM25440@mechcad3.engr.sgi.com> 


Hello Richard, 
You wrote: 


> the intermittent gear should switch the band switch 
> between 07+000 and 08+000 mc positions. Instead it switches between 
> 08+000 and 09+000. 


This is most likely an improperly adjusted gear on the end of the RF 
bandswitch shaft. As I recall, there is a drawing in the manual that 
shows how to align this gear. Unfortunately, I found it difficult to do 
without removing the RF deck from the chassis. Even with the module out 
of the chassis, the adjustment is still a bit finicky. 


One potential problem with the RF module in the R390A is the gear clamps. 
Some are very brittle and will break if over tightened. This can be hard 
to spot if the clamp is buried deep within the gear train. I have also 
heard that the clamps will loosen over time, presumably due to having been 
stored in an unheated warehouse. So make sure all the clamps are tight, 
but not too tight! 


> one of the cams (.5-1 mc RF slug rack) does not match the drawings 
> (fig 68) in shape 


That sounds very strange. Is the cam on the opposite end of that shaft 
the correct shape? The cams in the back are pinned on, as I recall, and 
thus should be very difficult to get mixed up. I suspect someone put the 
wrong cam on the front end of the shaft. 


> On some bands I can get an enormous increase in signal by rocking 
> the megacycle change switch between bands, so I suspect the alignment 
> is off somehow. 


Yes, that is a sure sign that the radio needs to be aligned. That symptom 
is usually not a problem with the alignment of the cams in the gear train. 
Assuming the cams are properly adjusted, aligning the radio by the book 

should solve that. 


Best of luck! 


Mark Glusker, glusk@sgi.com 


From boatanchors@theporch.com Tue Jan 23 18:01:00 1996 
From: n5off@w5ddl.aara.org 

Subject: R-390A sens problem 

Message-ID: <281033@w5ddl.aara.org> 


Sounds like someone needs to dive into your bros' rig and adjust the 
RF coils for those bands, and possibly the variable IF coils. 


Its not too tough if you have the right spline wrench and insulated 
blade. It would be handy if the calibrator worked. 


Having the rigs work well on all bands but a couple is not too bad a 
problem. OOps. I re-read it is just the lowest band. 


Have him peak up the slugs and caps on the large rack farthest to the 

right at the frequencies indicated on the inside cover. Use the calibrator 

or nearby (in frequency) broadcast stations for a signal source, and peak either 
the carrier meter or a negative DC voltage found on the diode load pin on 

the back. 


This stuff might sound daunting, but it is really easy and satisfying (more 
so that packing it up and mailing it). 


Be careful with the cap trimmers. They can be hot. Insulate your tool, er.. 
perhaps that comment belongs on another list :-) 


73 de tom 


From boatanchors@theporch.com Wed Jan 24 05:28:00 1996 
From: Michael.J.Knudsen@att.com 

Subject: Re: R-390A sens problem 

Message-ID: <9601231938.AA03648@bock.ih.att.com> 


Just thought I'd mention -- when aligning the RF slug racks of an R390 
family set, teh calibrator is fine for setting the middle and rear 
slugs and trimmer caps. And for a rough start on the front slug 

and trimmer. 


But the front pair should be tuned up on real signals (easy on the BC band), 
using the antenna you intend to keep using, and with the antenna trim control 
set in the middle, and with the antenna connected to the input 

(single ended or balanced) you'll use. 


An insulated alignment tool will keep you out of xmost*x kinds of trouble... 
73, mike k w9nrd 


PS: A Torx screwdriver usually works fine on the slug-rack adjustments, 
and maybe the smaller knob setscrews. Just don't try it on the big knobs. 


From boatanchors@theporch.com Tue Jan 23 18:01:00 1996 
From: Scgilstrap@aol.com 

Subject: R390A sensitivity question 

Message-ID: <960122210729_403779422@emout06.mail.aol.com> 


An R390A that I recently bought for my brother in Indiana 
has apparently got a low sensitivity problem on the lowest 
band (below 1 MHz). He's been using it for about 3 weeks 
now and reports that the problem definitely exists. I 
hestitate to suggest that he send it back to Fair Radio 
since he says it works great otherwise. Could there be 

an easy fix on something like this? A slipped tuning slug 
maybe? 


On another R390A note. My R390A shipped out to Rick Mish 

last week for overhaul. Even after receiving all the back 
issues of HSN with all those R390A articles I felt the task 

of fixing it up was too daunting for me at this time. And with 
all the good reports I received from BA list members about 
Rick's work I think sending it to him was the right thing to do. 


Stan - WB5LBH 
scgilstrap@aol.com 


From boatanchors@theporch.com Wed Jan 24 05:28:00 1996 
From: Kim Herron <kherron@voyager.net> 

Subject: RE. Fleaspeak 

Message-ID: <199601232013 .PAA26367@vixa.voyager.net> 


Hi Y'all 


I think that many of us here have been on the sellers side of the table 
at a flearmarket, as well as the buyers side. I've found that one very 
simple rule, if followed, stops a lot of dissatisfaction on the part of the 
buyer and weeds out a bunch of unscrupulous sellers. It goes like this: 
"Mind if I open it up and take a look?" “Would you like to take to a place 
where we can plug it in and try it?" and the real clincher " Can I have your 
name and phone number so If I ahve a problem I can call you and resolve 


this?". Anybody who won't cooperate with those things is, in my mind, less 
than honorable to say the least. At that point, I would say "forget IT!" 
and walk away. 

For myself, I always bring my OWN tools to disassemble thi things that I 
sell so that someone can see whats there. I insist on opening the thing up 
so that somebody can see what going on inside. I'll pay for power if its 
available, or I'll go with them to find power and prove the thing works. I 
usually bring a dummy load and a wattmeter for transmitters if I've got them 
along. If your telling the truth, these things are a positive thing for the 
person that wants something that you've got. It's a little more work, but 
nobody goes away mad form my table and I don't usually have to field pissed 
off people at the next hamfest either. It's usually just the opposite. 


MY two cents. 


KIM 


From boatanchors@theporch.com Tue Jan 23 18:01:00 1996 
From: "Michael Hanz" <hanzm@ncr.disa.mil> 

Subject: Reforming capacitors 

Message-ID: <9600238224 .AA822429568@ncr.disa.mil> 


Ref. the subject, I'd better suggest my own reforming approach 
(patent pending...proceeds to the list). Being basically lazy and 
having more important things to do than watch a meter and turn a 
Variac every few minutes, I finally threw together a constant current 
generator using a 600v PNP transistor, a zener diode and series 
resistor, and a variable pot. I set the current to 1 ma and let the 
capacitor stew in the juice for an hour or more. If the capacitor 
blows or decides to be obstinate at some voltage level, there's no 
real harm done - the current is still limited to 1 mA into the 
shards, too little to create any dangerous heat. The advantage over 
a series resistor is that reforming is a lot faster - will keep up a 
constant 1 mA to within a few volts of the final supply. 


This approach simply exploits the (relatively) constant current 
collector characteristics of a good silicon transistor with constant 
current applied into the base. You could do the same thing with a 
pentode, NPN transistor, or FET (take a look at the curves and 
you'll see what I mean) but that would require a power supply with a 
floating ground to be safe, and that generates other problems with 
in-chassis reforming...(there's the tube reference for list 
correctness.) Naturally, you'll want to insulate everything for 
safety, and a low current (.1A) meter type fuse in series with your 
power supply wouldn't hurt either, just in case the transistor 
should fail. 


There's nothing complex about the circuit - the zener is hung from 
transistor base to B+ of any variable power supply you have on hand, 
with a zener current supply resistor from base to ground; the 
variable resistor goes between emitter and B+ to adjust the current 
to about 1 mA. The capacitor being reformed goes between the 
collector and ground. The B+ is set at the start of the reforming 
procedure to equal the working voltage of the capacitor. I use the 
Same series zener resistor for all the voltages up to 600v. Yes, 
this changes the zener operating point for different working 
voltages, but remember we're not trying to maintain .1% regulation 
here. The purists are welcome to put in a switch with several 
resistors and associated voltage ranges for each setting, or supply 
the zener from a lower voltage source if available, but that seems 
too much like work to me. (Reference previous "basically lazy" 
parameter.) There's nothing critical about values - I used a 6v, 

20 mA zener, a 50k 10 watt series resistor for a zener current 
supply, and a 10k variable resistor (in series with a 1k 1/2w fixed 
resistor to prevent accidents,) but you can pretty much use what you 
have in your junk box and it'll likely still work fine. Even the 
zener is not essential - just convenient and avoids having to tweak 
two controls. Just make sure to use a transistor with adequate power 
and Vce ratings for the highest capacitor reforming voltages you'll 
ever need. (3-5 watts is a good compromise between power capacity and 
low collector output admittance - hoe.) A 5 or 10mA meter adds a 
nice finishing touch if you don't like test leads hanging all over 
the place. 


You might want to put a .1uf bypass or two for insurance against 
transients mucking up the transistor, but it's not essential. 


Try it, you'll like it... 


From boatanchors@theporch.com Tue Jan 23 18:01:00 1996 
From: pbock@melpar.esys.com (Paul H. Bock) 

Subject: Solder gun tips 

Message-ID: <9601231553 .AA09059@syseng1.se.melpar.esys.com> 


Anyone know where I can get replacement tips for 


my aged-but-reliable Weller 8100 gun? Radio Shack doesn't carry 


73, 


Paul, K4MSG 


From boatanchors@theporch.com Tue Jan 23 18:01:00 1996 

From: "Cal J. Eustaquio" <ceustaqu@violin.aix.calpoly.edu> 

Subject: Re: Solder gun tips 

Message-ID: <Pine.A32.3.91.960123081507 .32541D-100000@violin.aix.calpoly.edu> 


Paul: 

I think Kelvin Electronics of New York carries them. However, if you want 
a quick and expedient way of making your Weller work, bend a copper wire 
to the shape of the old one. Then install the darn thing and enjoy!. Cal. 


On Tue, 23 Jan 1996, Paul H. Bock wrote: 


> Anyone know where I can get replacement tips for 

> my aged-but-reliable Weller 8100 gun? Radio Shack doesn't carry 
> them..... 

> 

> 73, 

> 

> Paul, K4MSG 

> 

> 


From boatanchors@theporch.com Tue Jan 23 18:01:00 1996 
From: John Shriver <jas@shiva.com> 

Subject: Re: Solder gun tips 

Message-ID: <199601231630.LAA04281@shiva-dev.shiva.com> 


Mouser. No minimum order, just $2 minimum shipping fee, which is very 
fair. Very fast service. 


From boatanchors@theporch.com Tue Jan 23 18:01:00 1996 

From: doonan@cordmc.dnet.etn.com (DENNIS DOONAN X6916 (KG9DO) ) 
Subject: Re: Solder gun tips 

Message-ID: <9601231559 .AA22287@etn. com> 


Paul, 

They are still listed in the Weller (Cooper Tool) catalog. Factory count 
is 24 pieces. I have ordered them at my local Ace Hardware and True Value 
Stores. If you find one of the neighbor hood hardware stores, not the 
giants that sell lumber, toys, and fast food, they can order them. 

Prices are not too bad, but it sometimes takes weeks to months to get 
them. 


Dennis, KG9DO 
doonan@cordmc.dnet.etn.com 


From boatanchors@theporch.com Tue Jan 23 18:01:00 1996 
From: "Jack Giehl" <JACKG@s1.xetron.com> 

Subject: Re: Solder gun tips 

Message-ID: <80794516A63@s1.xetron.com> 


Dear BA Enthusiasts, 

Don't forget, you can make your own soldering gun tips by using 

#12 ox #10 copper wire bent to the desired shape. This technique can 
be very useful when creating custom tips to heat large areas 
simultaneously, such as desoldering a 28 pin IC, er ahh, a 28 pin 


tube :) 


Jack 


Jack, WB8BFS 
jackg@xetron.com Loveland, Ohio (near Cincinnati) 


From boatanchors@theporch.com Wed Jan 24 05:28:00 1996 
From: Andy Wallace <wallace@mc.com> 

Subject: Still knowing what it's like to WANT 
Message-ID: <9601232129 .AA13311@taku> 

Hi, Gang! 

I'm still looking for a few things: 

-- National HRO-50 coilsets G, H, or J, with dialscales. 
-- Matching speaker (whazza model #?) for Collins 75A-3 
-- Drake 2-NB noise blanker for the 2-C receiver 

-- National speaker (large, dark grey) for HRO-50 


Any leads appreciated. Please email... 


Andy Wallace 
wallace@mc.com 


From boatanchors@theporch.com Wed Jan 24 05:28:00 1996 
Subject: Teletype Model 15, receive only. 


Teletype Model 15, receive only. 
FREE 
Pick up in Pelham, NH 


E-mail reply only, please 


Spencer Webb 
webb@ultranet.com 


"A dill pickle makes a soggy bookmark" -Anon. 


retes Forwarded message ends here ------ 


Dick Dillman 
WPE2VT N6VS_ ex-WA2BIK 
<ddillman@igc.apc.org> 
Collector of Heavy Metal: 
Harleys, Willys and Radios Over 100lbs. 


From boatanchors@theporch.com Tue Jan 23 18:01:00 1996 
From: tomrice@netcom.com (Tom R. Rice) 

Subject: Thordarson xfmr question 

Message-ID: <199601230153 .RAA17162@netcom4.netcom. com> 


While ratting through the barn, I stumbled upon two 

NOS Thordarson xfmrs, No. T-92R21. If someone has 

a Thordarson catalog, 'twould be appreciated if he'd 
tell me what these are. They appear to be husky 

power types, hopefully just what I need for my 160-meter 
AM rig. 


Actually, if someone has a Thordarson catalog, I'd be 
happy to purchase a copy, as I suspect there is more 


treasure of this sort waiting for me..... 


tnx & 73 de WB6BYH 


"Start off every day with a smile and get it over with." --W.C.Fields 
Tom R. Rice 

tomrice@netcom.com 

CIS: 71160,1122 


From boatanchors@theporch.com Wed Jan 24 05:28:00 1996 
From: KC5IJD@aol.com 

Subject: Tube Manuals Wanted 

Message-ID: <960123142117_124903634@emout06.mail.aol.com> 


I am looking for the following tube manuals: 
Tung Sol Commercial, Military and Industrial Tubes 


Amperex Special Purpose Tubes 


Thanks! 
73 


Joseph W Pinner 
Lafayette, LA 

KC5IJD 

EMail: kc5ijd@aol.com 


From boatanchors@theporch.com Tue Jan 23 18:01:00 1996 
From: TEKOCH@aol.com 

Subject: Wanted Amprex 9909 or 6083 

Message-ID: <960123002136_204249621@emout04.mail.aol.com> 


I have restored a WRL Globe Champion 300-A, which uses a pair of Amprex 9909 
or 6083 finals. Does anyone out there in BA land have and of these that they 
would be willing to sell or trade for? If so contact me via E-mail or via 
the postoffice. 


Thomas E. Koch - W4U0C 
8170 Habersham Waters Road 
Dunwoody, GA 30350 


From boatanchors@theporch.com Wed Jan 24 05:28:00 1996 
From: Felix Barreras <chonte@mailhost.nmt.edu> 
Subject: Re: WTB - Heath HG-10 


Message-ID: <Pine.SUN.3.91.960123151027 .24101B-100000@black> 

Hello Terry 

No I do not have a Heath HG-10 VFO, but if you should happen to have 
more than one offer, please inform the seller or trader that I too have 
been looking for one also. 


tnx 


73 de Felix WB5LXA email chonte@mailhost.nmt.edu 


